== " Noble Gas Air/Stack Monitor
or Leak Detector
Argon — Xenon — Krypton

Model Series - FM-9NGAS

FM-9XE-NG, FM-9NGAS-2, FM-9NGAS-3,

FM-9NGAS-2, FM-9NGAS-3, FM-9NGAS-6S FM-9NGAS-6S, FM-9NGAS-10S,
FM-9XE-NGL (Leak Detector)

Features

* - Digital Nobel Gas Monitor
- Detects Noble Gases, Betas, & Positron Emitters
- Installed, Bench Top, or Cart Mounted

: - Six-Digit Readout
E Py 4 - Airborne Concentration and Total Dose in Bg/I
.- === o ? % or in MPC (or Any Units)
? 'f;?r*‘ APECIES TR FuTaR . - User Friendly

- Settable Alarms

- Computer Interface USB or Ethernet

- Data Archive and Data Retrieval

- GM Probe or Scintillation Probe for Low Levels
- Leak Detector - FM-9XE-NGL

- Cart Mounted - FM-9XE-NGL

Electronics, FM-9XE-NG and FM-9XE-NGL

Application

The FM-9NGAS Monitor is fast becoming the first choice for
Noble Gas measurement in facilities all over the world.
FM-9XE-NG FM-9NGAS-10S can use one detector as a background
compensation detector.

- Air, Stack, Room, Leak

- Industrial Uses

Flow Cell and Detector Assembly

- Nuclear Power Plants
- Laboratories
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