
Features
-  Thyroid Collimated Nal Detector
-  Detects I-123, I-125, I-131, Tc-99m
-  Optional: 1 Inch Well For Wipe Tests
-  User Settable Timing
-  Programmable Repetative Timed 
   Measureent Program
-  1024 Channel MCA 
-  Ergonomically Adjustable Monitor 
-  Articulating Arm with Wide Range of Motion
-  USB Port for Data Output
-  Touch Screen Computer
-  Digital Readout 
-  Full Spectrum Graphics Reports
-  Data Archive
-  Floor Stand Model – TUM-1600 standard
-  Optional: Table Top Model – TUM-1600-T
-  Optional: Dicom Interface For Patient Data

Description
-  An easily adjustable stand with weighted base and 
   articulating arm makes positioning the monitor 
   convenient.
-  Alignment and measurement rod
-  Isotope library 
-  Touch screen computer control
-  Data:Report saved, pdf, color graphics and isotope 
   spectrum.  

-  Optional:  Print out
-  Optional  1" Well Counter
-  Optional:  2" Well Counter

OTCQB-UCLE7051 eton avenue, canoga park, ca 91303
P: 818-883-7043  |  f: 818-883-6103  |  c: 818-836-0381 

sales@usnuclearcorp.com  |  tech-associates.com  |  usnuclearcorp.com

Thyroid Uptake Monitor
Model: TUM-1600 and TUM-1600-T

Floor Stand Model
TUM-1600

Optional: Table Top Model
TUM-1600-T


